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Item|Qty Unit [ Part-No Description Remarks
0 58.7 | kg 4A112M4-100-001 | Motor assembly
1 2.98 | kg 4A112M4-010-001 | Shaft
~—
2 15.9 | kg 4A112M4-024-001 | Stator (@)
3 9.83 | kg 4A112M4-013-001 | Rotor o
4 22 kg |4A112M4-030-001 |Housing !
o 5 |1.25 |kg |4A112M4-031-001 |Bearing shield drive side 5
g 6 3.58 | kg 4A112M4-032-001 | Bearing shield fan side o
7 1.39 | kg 4A112M4-033-001 | Fan !
8 1.28 | kg 4A112M4-034-001 | FanCover %
9 12.1 | kg 4A112M4-021-001 | Stator core (lamination) Al
10 3.83 | kg 4A112M4-023-001 | Stator winding ~—
11 8.27 |kg |4A112M4-011-001 |Rotor core (lamination) E
12 0.197 | kg 4A112M4-061-001 | Bearing drive side Standard component <
13 0.197 | kg 4A112M4-062-001 | Bearing fan side Standard component
14 0.105 | kg 4A112M4-063-001 | Rim bolt Standard component
15 0.002 | kg 4A112M4-064-001 | Seal drive side Standard component
16 0.002 | kg 4A112M4-065-001 | Seal fan side Standard component
17 6 pc 4A112M4-066-001 | Bolt with washer for fastening bearing shields Standard component
18 4 pc 4A112M4-067-001 | Bolt with washer for fastening terminal box cover |Standard component
(43} 19 3 pc 4A112M4-069-001 | Bolt with washer for fastening fan cover Standard component
. 20 1 pc 4A112M4-010-001 | Cotter for the drive side Standard component
= 21 1 pc 4A112M4-010-001 | Cotter for the fan Standard component
5 22 1 pc 4A112M4-068-001 | Locking ring for the fan Standard component
= 23 1 pc 4A112M4-070-001 |Wave washer for the drive side bearing Standard component
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This drawing cannot be reproduced or communicated without written agreement of Dr. A.Pulnikov.
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